conTcTcIAS
Polyurethane Clear Coat

Product Description Two Component, high gloss, high performance, polyurethane clear coat.
Intended Uses FC-PP6100 s a fast dry, high gloss, two component acrylic polyurethane c\eclv coat. It

Technical Datasheet

stands out forifs high qudiity finish and for ifs extreme resisiance and durabiliy.
it s used where a Aurable, hih gloss finsh is fequired in agaresive environment It has
very good adhesion fo concrete , stones , bricks and ofher construction materiais.

Principal Characteristics o Fast dry, High build, High gloss
o Superior impact and abrasion resistance
UV stable (Non yellowing and non chalking properties)
* Excellent weathering properties.

Product Information at 25 °C

Binder Aliphatic acrylic polyurethane
Volume Solids (mixed) 35+2%
Density (mixed) 0.940.02 gr/ml
Typical Thickness Dry Film Th\ckness Wet Film Thickness
25-75 mi 70-180micron
75 mlcron& 1D F.T) can be applied in two coats
Theorefical coverage 16.8 - 4.6 m?/lit

18.6 - 5.1m#/kg This figure makes no allowance for surface profile, uneven application or
losses in containers and equipment. Fim thickness will vary depending on actual use and

specification.
Color Transparent
Finish High gloss
Drying Times 10°C 25°C 35°C
Dry To Touch 22 hours 45 minutes 20-30 minutes
Dry fo Recoat 7 hours 5 hours 2-3hours
Fully cured 9 days 6-7 days 4days

Maximum Recoatfime Fended
Drying fimes are dependent on applied iim fhickness:all datain fhis catalogue are
reporfed af recommended
These figures are given as o gurde only. Faclors such as air movement and humidity must
also be considered.

Mixing Ratio 4 parts base (A) and 1 part hardener (B) by weight

Pot Life 10 hours at 25°C

Induction Time 20 minutes

Storage conditions Store indoors, above+5°C and max. +30°C and 0 85% relative humidity
Shelf life 12 months when unopened containers and stored comectly

Packing 4 kg base (A) and 1kg hardener(8)

Surface Preparation

The surface should be clean and dry. Clean surfaces thoroughly to remove all dirt, grease ol and any other foreign
matter by using a stiff brush and /or clean rags wet with mineral spirits.

FC-PP6100 should always be applied over recommended primer or infermediate coating. The primer surface should
be dry and free from all contamination

Previously painted surfaces:

All areas by resulting, blistering, etc.should be cleaned by appropriate methods and spot primed. If the surface shows
more than 25% failure or poor adhesion, all old coatings should be removed and a full prime system applied.

Application condition
In condition of high relafive humidity i.e. 80-85% good ventilation conditions are essential.

Substrate femperature should be at least 3 °C above dew

At applicafion femperatures below 10°C drying fimes will be scientifically extended and spraying characteristics may
be impaired.

Application at temperature below 5°C is not recommended
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CONSTRUCTION CHEMICALS CO.

FC-PP6100
Polyurethane Clear Coat

Application Data

FC-PP81001s supplied in 2 containers as a unif. Always mix a complefe unit in the proportions supplied.

Combine entire contents of part A with entire contents of and Part B hardener Component and mix thoroughly
with power agitator. Material should be used within 10 hours.

Airless Spray: Pump: 30:1 (minimum)
Nozzle orifice: 0.011-0.013 inch (0.27-0.33 mm)
Pressure at nozzle: 120 Bar (1800 p.s.i)
Fan angl
Filter size:200 mesh
Recommended thinner and cleaner: Fc-T1033
Volume of thinner: If needed ,thin up to 5%

Air Spray: Nozzle Size: 1.2-1.4 mm
Atomizing Pressure: 2-3 bar(30 - 40 p.s.i)
Recommended thinner and cleaner: FC-T1033
Volume of thinner: Up o 10%

Brush: Use a natural bristle brush, Do not thin

Roller: Use a short-nap synthetic roller cover with phenolic core. Do not thin

Health and safety precautions

o This product may cause initation of the skin and/or mucous membranes in persons

« Take precautions fo avoid skin and eye contact Always wear gloves, goggles, face mask, suitable working
clothes and use of a good, qudlity skin barrier cream is recommended before starfing work.

« Provide adequate ventilation,

« I this product comes in contact with the skin, wash thoroughly with warm water and soap or suitable industrial
cleaner. Eyes are parficularly sensifive, if the material is accidentally splashed info the eyes, flush immediately
with plenty of warm water and obtain medical attention withoutdelay.

« Headache and dizziness indicate you are being affected by solvent fume. Move into the fresh air and allowed
to recover gradually.

« Since these products contain flammable materials, keep away from sparks, open flames and do not smoke in
the area.

« Use only equipment incorporating explosion profection
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